
 

 

 

8MANULMTRGBX002 

FRONT TO BACK MITTER 

GEARBOX RETROFIT – 7MTTRMNTASY0001 

 
GRIND OFF EXISTING GEARBOX MOUNT 

 MAKE SURE TO GRIND THE AREA FLAT AS THE GEARBOX MOUNT CLAMPS 
AROUND THE BEAM 

 
LOCATE MOUNT ASSEMBLY AS SHOWN 

 USE LOC-TITE ON THREADS AND TIGHTEN BOLTS TO MIN. OF 75 FT/LBS. 

 AFTER MOUNTING ASSEMBLY, STITCH WELD GEARBOX BOTTOM MOUNT 
PLATE IN SEVERAL PLACES. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

ASSEMBLE GEARBOX AS SHOWN BELOW 

 POSITION ALUMINUM BAR AS SHOWN  

 USE LOCK WASHERS, BOLTS AND LOC-TITE TO FASTEN NEW MOUNT BAR 

 TIGHTEN TO 75 FT LBS.  REPEAT THIS ON OTHER SIDE. 

QTY (2) – 8MTTRMNTALM0007- MOUNT BAR 

QTY (4) – 8FASTBLTHEX0057 – 7/16”X2” BOLT 

QTY (4) – 8FASTWSHLOC0007 – 7/16 LOCK WASHER 

QTY (1) – 8THRDLOCBLU0243 – LOC-TITE 

 

NEW MOUNT BAR SHOWN WITH LOCK WASHERS AND BOLTS 

 

 

 

 


